
4413
Poultry Side Wall Inlet

   ¥ Superior sealing and airflow characteristics make 
       DirectAire inlets a superior value

¥ Channels fresh air to the ceiling peak - even in wide 
       houses - to reduce bird drafting and save heating costs

¥ Delivers significantly more CFM than conventional 
       metal inlets & reduces the number of inlets needed

¥ Corrosion and rodent resistant

¥ Better humidity control

Features and Benefits of the 4413 Poultry Side Wall Inlet

Have technical questions?
Contact Dick Streicher at
800-553-4102.
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DISCLAIMEROFWARRANTIESANDLIMITATIONOFREMEDIES: DOUBLELGROUP, LTD. DISCLAIMSANYANDALLWARRANTIES, EXPRESSORIMPLIED, INCLUDING, WITHOUTLIMITATION,WARRANTIESOF
MERCHANTABILITYORFITNESSFORA PARTICULARPURPOSE.UNDERNOCIRCUMSTANCES,SHALLDOUBLELGROUP,LTD.ORANYOFITSEMPLOYEES,DIRECTORS,OFFICERS,ORAGENTS,BELIABLEFORANYDIRECT
ORINDIRECT LOSSESORDAMAGESARISINGFROMORRELATEDTOANYPRODUCTPURCHASED, WHETHERSUCHDAMAGESAREGENERAL, SPECIAL, CONSEQUENTIAL, INCIDENTAL, ECONOMIC,EXEMPLARY OR
OTHERWISE (INCLUDINGBUTNOTLIMITEDTODAMAGEORINJURIESTOPERSONS, PROPERTY, ORANIMALS).WHETHERINTORTORCONTRACT, EVENIFAN AUTHORIZEDREPRESENTATIVEOFDOUBLELGROUP, LTD.HAS
BEEN ADVISED OF OR SHOULD HAVE KNOWN OFTHE POSSIBILITY OF SUCH DAMAGES.

Wall Inlet

4413 FRAMED OPENING

44.5Ó 
113 cm

13.5Ó 
34.3cm

Continuous bottom hinge, preventing 
daylight and airßow along bottom of the inlet 

New endcaps, making installation easier
and better seal when the inlet is closed  

NEW
IMPROVEMENTS

4413
Poultry Side Wall Inlet
Framed Opening: 44 1/2Ò x 13 1/2Ó
5 inlets / carton
Ship Wt: 58 lbs / carton
45 inlets (9 cartons) / pallet
522 lbs. / pallet (Not including pallet weight)


